
Features: 
• Made in the U.S.A 
• Manufactured to consistent specifications 
• Available in Galvanized and Aluminum 
• Predrilled Fastening Hole 
• Stiffening rib built in for strength. 

Commercial Gutter Hangers 

Galvanized Steel Part Selection 

Part #    Length  Qty/Box 

CGH5G18             5” HD 18 ga Galv   200/box 

CGH6G18             6” HD 18 ga Galv   200/box 

CGH7G18             7” HD 18 ga Galv   200/box 

CGH8G18             8” HD 18 ga Galv   200/box 

 

Aluminum Part Selection 

Part #    Length  Qty/Box 

CGH5A63             5” HD Alum   200/box 

CGH6A63             6” HD Alum   200/box 

CGH7A63             7” HD Alum   200/box 

CGH8A63             8” HD Alum   200/box 

 

Selection 

MSDS Based on current requirements of the occupational safety and health administration code, 26CFR, part 

1910120 (Hazard communication), it has been determined that the product is considered“articles”. A material safety 

data sheet is not required for items meeting the code definition of “article”. Installation guide available upon request.  

Top Width : 1-1/2” Wide 

Hook: 1-1/2” Wide x 1/2” 90 deg x 1/2” 90Deg 

Fastening Base 1-1/2” x 1”, 3/8” Diam Hole 

Length: Varies 

Material: 18 Ga G90 Galvanized material or 

 0.063” Aluminum 

Box labelling will vary as this product is pri-

vate labelled for many different manufactur-

ers. 

Country of Origin: Made in the U.S.A.   

Installation:   Please see gutter manufacturers 

approved installation guides for installation instructions.  

Compliance: Any and all ratings for this hanger 

are applied for and tested by the gutter manufacturer. 

Please contact the gutter manufacturer for any       

compliance or approval numbers. DMI does not test 

applications or  field conditions for this product as it 

may vary per application, and must be tested as an 

assembly.   

Specifications 

To find a distributor call 855-800-8878 or visit www.directmetalsinc.com 
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